STERLING CRANE

LIFTING CHARTS - Crawler Cranes
DEMAG MODEL CC 1800-1 - 330 TON CAPACITY

Working ranges fixed fly jib with SL, 15°
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STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

98.4 ft Main boom

= = = =

Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9 Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9
ft 1,000 Ib ft 1,000 Ib

52 158.7 244.7 330.7 330.7 - - 3307 79 88.2 141.1 180.8 - - - 180.8

59 132.3 207.2 282.2 330.7 - - 3307 85 77.2 125.7 172.0 178.6 - - 1786

65 112.4 178.6 242.5 308.6 3285 - 3285 92 68.3 112.4 156.5 176.4 - - 1764

72 97.0 156.5 213.8 271.2 326.3 326.3 326.3 98 61.7 101.4 141.1 176.4 - - 1764

79 86.0 136.7 189.6 242.5 2954 321.9 321.9 105 55.1 92.6 130.1 167.6 - - 1720

85 75.0 123.5 169.8 218.3 266.8 288.8 288.8 1 48.5 83.8 119.0 154.3 169.8 - 169.8

SFSL  78.7ft 92 66.1 110.2 154.3 198.4 2425 264.6 264.6 SFSL  157.5ft 118 441 77.2 110.2 143.3 165.3 - 1653
98 59.5 99.2 141.1 180.8 220.5 240.3 240.3 124 39.7 70.5 1014 132.3 156.5 - 156.5

105 529 904 127.9 1653 202.8 222.7 222.7 131 353 66.1 94.8 123.5 147.7 - 1477

1m 46.3 81.6 116.8 152.1 187.4 205.0 205.0 144 28.7 55.1 81.6 108.0 1345 1345 1345

118 41.9 75.0 108.0 141.1 174.2 191.8 1918 157 220 485 728 97.0 121.3 1235 1235

124 37.5 683 101.4 132.3 163.1 178.6 178.6 170 176 419 639 86.0 108.0 114.6 114.6

131 353 639 926 123.5 152.1 167.6 _167.6 184 13.2 353 573 77.2 97.0 1058 105.8

197 11.0 309 50.7 683 882 97.0 97.0
0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib
59 134.5 209.4 282.2 302.0 - - 3020 0 88.2 176.4 264.6 352.7 396.8 440.9
65 114.6 178.6 244.7 302.0 - - 3020 ft 1,000 Ib
72 99.2 156.5 216.1 273.4 302.0 - 3020 85  77.2 1257 1433 - - - 1433
79  86.0 138.9 191.8 242.5 293.2 293.2 293.2 92 683 112.4 141.1 - - - 1411
SFSL  98.4 ft 85  75.0 123.5 172.0 218.3 266.8 282.2 282.2 98  61.7 101.4 1389 - - - 1389
. 92  66.1 110.2 1543 198.4 2425 2646 264.6 105  55.1 92.6 130.1 136.7 - - 1367
98  59.5 101.4 141.1 180.8 222.7 2425 2425 SFSL  177.2f 111 485 83.8 119.0 1345 - - 1345
105 529 90.4 127.9 167.6 205.0 222.7 222.7 21 18 a1 772 1102 1301 - - 130.1
111 485 83.8 119.0 154.3 189.6 207.2 207.2 124 39.7 70.5 101.4 127.9 - - 1279
118 441 77.2 110.2 1433 176.4 191.8 191.8 131 353 66.1 94.8 1235 - - 1257
124 397 705 101.4 1323 163.1 1786 178.6 144 287 55.1 81.6 108.0 119.0 - 119.0
131 353 639 9438 1235 152.1 167.6 167.6 157 22.0 485 728 97.0 1124 - 1124
144 287 55.1 816 108.0 1345 147.7 147.7 170 176 419 639 86.0 1058 1058 105.8

184 132 353 573 772 97.0 99.2 99.2
197 11.0 309 507 683 882 926 92.6

0 88.2 176.4 264.6 352.7 396.8 440.9 210 6.6 265 44.1 61.7 794 86.0 86.0
ft 1,000 Ib
65 114.6 180.8 244.7 257.9 - - 2579 0 88.2 176.4 264.6 352.7 396.8 396.8
72 99.2 156.5 216.1 257.9 - - 2579 ft 1,000 Ib
79 86.0 138.9 191.8 2447 - - 2579 92 68.3 112.4 127.9 - - - 1279
85 77.2 1235 172.0 220.5 253.5 - 2535 98 61.7 101.4 1279 - - - 1279
SFSL  118.1f 92 68.3 112.4 154.3 198.4 240.3 - 2403 105 55.1 92.6 1279 - - - 1279
A1t 98 59.5 101.4 141.1 180.8 222.7 227.1 227.1 11 485 83.8 119.0 127.9 - - 1279
105 529 92.6 130.1 167.6 205.0 213.8 213.8 SFSL  196.9f 118 441 77.2 110.2 125.7 - - 1257
1 485 83.8 119.0 154.3 189.6 202.8 202.8 1t 124 39.7 70.5 1014 1235 - - 1235
118 441 77.2 110.2 1433 1764 191.8 1918 131 353 66.1 94.8 1235 - - 1235
124 39.7 70.5 101.4 132.3 163.1 178.6 178.6 144 28.7 55.1 81.6 108.0 119.0 - 119.0
131 353 639 948 1235 152.1 167.6 167.6 157 22.0 485 728 97.0 110.2 - 1102
144 28.7 55.1 81.6 108.0 134.5 147.7 147.7 170 176 419 639 86.0 101.4 - 1014
157 220 485 728 97.0 119.0 1323 1323 184 13.2 353 551 772 926 - 926
197 11.0 309 50.7 683 86.0 - 86.0
210 6.6 265 44.1 617 794 - 794
0 88.2 176.4 264.6 352.7 396.8 440.9 223 - 220 397 573 728 - 728
ft 1,000 Ib
72 99.2 158.7 216.1 - - - 2183
79 88.2 138.9 191.8 218.3 - - 2183
85 77.2 125.7 172.0 218.3 - - 2183
92 68.3 112.4 156.5 200.6 216.1 - 216.1
98 61.7 101.4 141.1 183.0 207.2 - 207.2
105 55.1 92.6 130.1 167.6 196.2 - 196.2
1m 485 83.8 119.0 154.3 185.2 - 185.2

SFSL  137.8ft 118 441 77.2 110.2 143.3 176.4 - 1764
124 39.7 70.5 101.4 1323 163.1 167.6 167.6
131 353 66.1 948 123.5 154.3 158.7 158.7
144 28.7 55.1 81.6 108.0 134.5 1455 1455
157 243 485 728 97.0 1213 1323 1323
170 176 419 639 86.0 108.0 119.0 119.0
184 13.2 353 573 77.2 97.0 108.0 108.0

CC 1800-1



STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

98.4 ft Main boom

= E = =

Fly jib Radiuslb 0 882 1764 264.6 352.7 396.8 Fly jib Radius b 0 88.2 176.4 264.6 352.7 396.8
ft 1,000 Ib ft 1,000 Ib

98 61.7 1014 1058 - - 105.8 105 55.1  77.2 - - - 772

105 551 92,6 1058 - - 105.8 1 485 772 772 - - 772

m 485 83.8 105.8 - - 105.8 118 41 772 T77.2 - - 772

118 441 77.2 1058 - - 105.8 124 397 705 77.2 - - 772

124 39.7 705 1014 105.8 - 105.8 131 353 66.1 772 - - 772

131 353 66.1 948 103.6 - 103.6 144 287 551 75.0 - - 750

SFSL  216.5ft 144 28.7 551 816 99.2 - 992 SFSL  236.2ft 157 220 485 728 728 - 728
157 243 485 728 9438 - 948 170 176 419 639 705 - 705

170 176 419 639 86.0 926 926 184 13.2 353 55.1 66.1 - 66.1

184 132 353 573 772 882 882 197 88 309 485 639 - 639

197 11.0 309 507 683 816 816 210 6.6 265 441 617 617 617

210 6.6 265 441 617 750 750 223 - 220 397 551 595 595

223 - 220 397 573 705 705 236 - 176 353 507 573 573

236 - 198 353 50.7 66.1 66.1 249 - 154 309 463 551 55.1

249 - 154 309 463 617 _61.7 262 - 132 265 419 529 529

118.1 ft  Main boom

] E = =

Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9 Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9
ft 1,000 Ib ft 1,000 Ib
52 158.7 244.7 317.5 - - - 3175 65 114.6 178.6 229.3 - - - 2293
59 132.3 205.0 280.0 317.5 - - 3175 72 99.2 156.5 213.8 229.3 - - 2293
65 1124 176.4 242.5 306.4 - - 3175 79 86.0 138.9 189.6 229.3 - - 2293
72 97.0 154.3 211.6 271.2 313.1 - 3131 85 75.0 123.5 169.8 2183 - - 2293
79 83.8 136.7 187.4 240.3 293.2 310.9 310.9 92 66.1 110.2 154.3 198.4 229.3 229.3

85 72.8 121.3 167.6 216.1 264.6 288.8 288.8 98 59.5 99.2 1389 180.8 220.5 229.3 229.3
SFSL  78.7ft 92 63.9 108.0 152.1 196.2 240.3 262.4 262.4 SFSL  118.1ft 105 529 904 1279 165.3 202.8 222.7 222.7

98 57.3 97.0 1389 178.6 218.3 240.3 240.3 1m 46.3 81.6 116.8 152.1 187.4 205.0 205.0
105 50.7 88.2 125.7 163.1 200.6 220.5 220.5 118 41.9 75.0 108.0 141.1 174.2 189.6 189.6
m 46.3 81.6 1146 149.9 1852 202.8 202.8 124 375 683 99.2 130.1 160.9 178.6 178.6
118 39.7 72.8 105.8 1389 172.0 189.6 189.6 131 33.1 639 926 121.3 152.1 165.3 165.3
124 353 683 99.2 130.1 160.9 176.4 176.4 144 265 529 79.4 105.8 132.3 1455 1455
131 33.1 61.7 904 121.3 1499 165.3 165.3 157 19.8 463 705 94.8 119.0 130.1 130.1
144 243 529 794 1058 1323 1455 1455 170 154 39.7 61.7 838 1058 116.8 116.8
0 88.2 176.4 264.6 352.7 396.8 440.9 0 88.2 176.4 264.6 352.7 396.8 440.9
ft 1,000 Ib ft 1,000 Ib
59 1323 207.2 2734 - - - 2734 72 99.2 156.5 196.2 - - - 196.2
65 112.4 178.6 244.7 2734 - - 2734 79 86.0 138.9 191.8 196.2 - - 196.2
72 97.0 156.5 213.8 271.2 - - 2734 85 75.0 123.5 172.0 196.2 - - 196.2
79 83.8 136.7 189.6 242.5 271.2 - 2712 92 66.1 110.2 154.3 196.2 - - 196.2
85 75.0 121.3 169.8 218.3 264.6 269.0 269.0 98 59.5 99.2 141.1 180.8 - - 196.2
92 66.1 110.2 154.3 196.2 240.3 2624 262.4 105 529 90.4 1279 165.3 196.2 196.2

98 573 992 1389 180.8 2205 2403 2403 111 463 816 1168 1521 187.4 1940 194.0
SFSL  98.4ft 10 507 004 1279 1653 2028 2205 2205 SFSL  137.8ft 115 419 750 1080 1411 1742 1852 1852

m 46.3 81.6 116.8 152.1 187.4 205.0 205.0 124 375 683 101.4 132.3 163.1 176.4 176.4
118 419 75.0 108.0 141.1 174.2 189.6 189.6 131 33.1 639 926 1235 152.1 167.6 167.6
124 375 683 99.2 130.1 160.9 1764 176.4 144 26.5 55.1 81.6 108.0 1345 147.7 147.7
131 33.1 61.7 926 121.3 1499 165.3 165.3 157 220 463 705 948 119.0 130.1 130.1
144 265 529 794 1058 1323 1455 1455 170 154 39.7 617 838 1058 116.8 116.8
157 19.8 463 70.5 948 116.8 130.1 130.1 184 11.0 33.1 551 75.0 948 105.8 105.8

197 88 287 485 683 86.0 948 948
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STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

118.1ft Main boom

= = = =

Fly jib Radius o 0 88.2 176.4 264.6 352.7 396.8 440.9 Fly jib Radius Io 0 88.2 176.4 264.6 352.7 396.8 440.9
ft 1,000 Ib ft 1,000 Ib
79  86.0 1389 165.3 - - - 1653 98 617 99.2 99.2 - - - 992
85  77.2 1235 1653 - - - 1653 105 551 926 992 - - - 992
92 683 110.2 1543 165.3 - - 1653 111 485 838 992 - - - 992
98  59.5 101.4 141.1 165.3 - - 1653 118 441 77.2 992 - - - 992
105 529 90.4 127.9 163.1 - - 163.1 124 397 705 99.2 - - - 992
111 485 83.8 119.0 154.3 - - 160.9 131 353 639 948 97.0 - - 970
SFSL  157.5ft 118 419 75.0 108.0 141.1 158.7 - 1587 144 287 55.1 816 948 - - 948
124 375 683 101.4 1323 156.5 - 1565 SESL  216.5 ft 157 220 463 705 90.4 - - 904
131 353 639 926 1235 152.1 152.1 152.1 . 170  17.6 39.7 617 83.8 882 - 882
144 265 55.1 81.6 108.0 1345 143.3 1433 184 132 33.1 551 750 838 - 838
157  22.0 463 705 94.8 119.0 130.1 130.1 197 88 287 485 683 816 816 816
170 154 39.7 617 83.8 1058 1168 116.8 210 6.6 243 441 617 794 794 794
184 11.0 33.1 551 750 948 1058 1058 223 - 198 375 551 705 750 75.0
197 88 287 485 683 86.0 948 948 236 - 176 331 507 66.1 705 705
210 - 243 419 61.7 794 882 882 249 - 132 287 441 595 66.1 66.1
262 - 11.0 265 397 551 617 617
0 88.2 176.4 264.6 352.7 396.8 440.9
ft 1,000 Ib
85  77.2 125.7 1323 - - - 1323 0 882 176.4 264.6 352.7 396.8 396.8
92 683 112.4 1323 - - - 1323 ft 1,000 Ib
98  59.5 101.4 132.3 - - - 1323 105 529 77.2 - - - - 772
105 529 90.4 130.1 130.1 - - 130.1 111 485 750 75.0 - - - 750
111 485 83.8 119.0 127.9 - - 1279 118 419 750 750 - - - 750
118 419 75.0 108.0 125.7 - - 1257 124 375 705 75.0 - - - 750
124 375 705 101.4 1235 - - 1235 131 331 639 750 - - - 750
SFSL  177.2ft 131 353 639 926 1213 - - 1213 144 265 551 728 - - - 728
144 265 55.1 81.6 108.0 116.8 - 1168 157  22.0 463 705 705 - - 705
157  22.0 463 705 94.8 1124 - 1124 SFSL 236.2 ft 170 154 39.7 61.7 683 - - 683
170 154 39.7 617 83.8 1058 110.2 110.2 184  11.0 33.1 551 66.1 - - 66.1
184  11.0 33.1 551 750 948 103.6 103.6 197 88 287 485 639 - - 639
197 88 287 485 683 860 948 948 210 - 243 419 595 617 - 617
210 - 243 441 617 794 882 882 223 - 198 375 551 595 - 595
223 - 198 375 551 705 794 794 236 - 154 331 485 573 - 573
249 - 132 287 441 551 - 551
262 - 1.0 243 397 529 - 529
0 88.2 176.4 264.6 352.7 396.8 440.9 275 - 6.6 220 353 507 - 507
ft 1,000 Ib
92 683 1124 116.8 - - - 1168
98  59.5 101.4 116.8 - - - 1168
105 529 92,6 116.8 - - - 1168
111 485 83.8 116.8 - - - 1168
118 441 772 110.2 116.8 - - 1168
124 397 705 101.4 1146 - - 1146
131 353 639 926 1146 - - 1146
SFSL  196.9 ft 144 265 55.1 81.6 108.0 - - 1124
157  22.0 463 70.5 94.8 105.8 - 105.8
170 154 397 617 83.8 1014 101.4

184 11.0 33.1 551 75.0 948 948 948
197 88 287 485 683 86.0 904 904

210 - 243 419 595 794 86.0 86.0
223 - 198 375 551 705 794 794
236 - 154 331 485 66.1 728 728

CC 1800-1



STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

137.8 ft  Main boom

= = = =

Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9 Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9
ft 1,000 Ib ft 1,000 Ib
52 156.5 2425 277.8 - - - 2778 72 99.2 156.5 169.8 - - - 169.8
59 130.1 205.0 277.8 277.8 - - 2778 79 86.0 138.9 169.8 - - - 169.8
65 110.2 176.4 240.3 277.8 - - 2778 85 75.0 123.5 169.8 - - - 169.8
72 94.8 152.1 211.6 269.0 - - 2778 92 66.1 110.2 154.3 169.8 - - 169.8
79 81.6 134.5 187.4 2403 277.8 - 2778 98 573 99.2 1389 169.8 - - 169.8
85 72.8 119.0 167.6 216.1 262.4 277.8 277.8 105 50.7 90.4 127.9 165.3 - - 169.8
92 63.9 105.8 149.9 194.0 238.1 260.1 260.1 1 46.3 81.6 116.8 152.1 169.8 - 169.8

98 55.1 97.0 136.7 176.4 2183 238.1 238.1 118 41.9 75.0 108.0 141.1 169.8 - 169.8
SFSL  78.7 ft 105 48,5 86.0 125.7 163.1 200.6 218.3 2183 SFSL  137.8ft 124 37.5 683 99.2 130.1 160.9 165.3 165.3

m 441 794 1146 149.9 1852 202.8 202.8 131 33.1 61.7 926 121.3 149.9 160.9 160.9
118 39.7 72.8 105.8 1389 172.0 1874 1874 144 243 529 79.4 105.8 132.3 1455 1455
124 353 66.1 97.0 127.9 158.7 174.2 174.2 157 19.8 441 683 92,6 116.8 130.1 130.1
131 309 59.5 904 119.0 147.7 163.1 163.1 170 154 375 595 81.6 103.6 1146 114.6
144 243 50.7 77.2 103.6 130.1 143.3 1433 184 11.0 309 529 728 948 103.6 103.6
157 176 441 683 926 1146 1279 1279 197 6.6 265 463 66.1 838 948 948
170 13.2 375 595 816 103.6 1146 114.6 210 - 220 419 595 772 86.0 86.0
223 - 176 353 529 705 794 794
0 88.2 176.4 264.6 352.7 396.8 440.9 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib
59 132.3 207.2 233.7 - - - 2337 79 86.0 138.9 1455 - - - 1455
65 1124 176.4 233.7 - - - 2337 85 75.0 123.5 1455 - - - 1455
72 97.0 154.3 211.6 233.7 - - 2337 92 66.1 110.2 1455 - - - 1455
79 83.8 136.7 187.4 233.7 - - 2337 98 59.5 99.2 1389 1455 - - 1455
85 72.8 121.3 167.6 216.1 233.7 - 2337 105 529 904 1279 1455 - - 1455
92 63.9 108.0 152.1 196.2 233.7 - 2337 1 46.3 81.6 116.8 1455 - - 1455
98 57.3 97.0 138.9 178.6 218.3 233.7 233.7 118 41.9 75.0 108.0 141.1 - - 1455
SFSL  98.4ft 105 50.7 88.2 125.7 163.1 200.6 220.5 220.5 SFSL  157.5ft 124 375 683 99.2 130.1 1455 - 1455
m 441 794 114.6 1499 185.2 202.8 202.8 131 33.1 617 926 121.3 1433 - 1433
118 39.7 72.8 105.8 1389 172.0 189.6 189.6 144 265 529 794 105.8 132.3 136.7 136.7
124 353 66.1 97.0 130.1 160.9 1764 176.4 157 19.8 441 683 926 116.8 130.1 130.1
131 309 61.7 904 119.0 149.9 163.1 163.1 170 154 375 595 81.6 103.6 1146 114.6
144 243 50.7 794 1058 1323 1455 1455 184 11.0 33.1 529 728 948 103.6 103.6
157 17.6 441 683 926 116.8 1279 127.9 197 6.6 265 463 66.1 838 948 948
170 13.2 375 595 816 103.6 1146 114.6 210 - 220 419 595 772 86.0 86.0
184 88 309 529 728 926 103.6 103.6 223 - 176 353 529 705 772 772
236 - 154 309 485 639 705 705
0 88.2 176.4 264.6 352.7 396.8 440.9 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib
65 1124 178.6 198.4 - - - 1984 85 77.2 1235 1235 - - - 1235
72 97.0 156.5 198.4 - - - 1984 92 66.1 110.2 121.3 - - - 1213
79 83.8 136.7 189.6 1984 - - 1984 98 59.5 99.2 1213 - - - 1213
85 75.0 121.3 169.8 198.4 - - 1984 105 529 904 121.3 - - - 1213
92 63.9 108.0 152.1 196.2 - - 1984 1m 46.3 81.6 116.8 121.3 - - 1213
98 57.3 97.0 1389 178.6 198.4 - 1984 118 41.9 75.0 108.0 119.0 - - 119.0
105 50.7 88.2 125.7 163.1 198.4 - 1984 124 375 683 99.2 119.0 - - 119.0
SFSL  118.1ft m 46.3 81.6 116.8 149.9 1852 196.2 196.2 SFSL  177.2ft 131 33.1 61.7 926 116.8 - - 116.8
118 39.7 72.8 105.8 1389 172.0 187.4 1874 144 265 529 79.4 1058 114.6 - 1146
124 353 66.1 99.2 130.1 160.9 1764 176.4 157 19.8 441 683 92.6 110.2 - 1102
131 309 61.7 904 121.3 1499 165.3 165.3 170 154 375 59.5 83.8 1058 108.0 108.0
144 243 529 794 1058 1323 1455 1455 184 11.0 33.1 529 728 948 103.6 103.6
157 17.6 441 683 926 1168 1279 127.9 197 6.6 265 463 66.1 86.0 948 948
170 13.2 375 595 816 103.6 1146 114.6 210 - 220 419 595 772 86.0 86.0
184 88 309 529 728 926 103.6 103.6 223 - 176 353 529 705 794 794
197 6.6 265 463 66.1 838 948 948 236 - 154 309 485 639 705 705
210 - 220 397 595 772 86.0 86.0 249 - 11.0 287 441 573 66.1 66.1
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STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

137.8 ft Main boom

= = = =

Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9 Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9
ft 1,000 Ib ft 1,000 Ib

92 68.3 105.8 105.8 - - - 105.8 105 50.7 70.5 - - - - 705

98 59.5 99.2 105.8 - - - 105.8 11 46.3 705 - - - - 705

105 529 90.4 105.8 - - - 105.8 118 39.7 705 705 - - - 705

11 46.3 81.6 105.8 - - - 105.8 124 353 683 705 - - - 705

118 419 75.0 105.8 - - - 105.8 131 309 639 705 - - - 705

124 37.5 683 99.2 105.8 - - 105.8 144 243 529 683 - - - 683

131 33.1 639 926 1058 - - 105.8 157 19.8 463 66.1 66.1 - - 66.1

144 26.5 529 794 1058 - - 105.8 170 13.2 375 595 639 - - 639

SFSL  196.9ft 157 19.8 463 683 92.6 103.6 - 103.6 SFSL  236.2ft 184 11.0 33.1 529 639 - - 639
170 154 375 595 838 99.2 - 992 197 6.6 265 463 61.7 - - 617

184 11.0 33.1 529 728 948 948 948 210 - 220 419 595 595 - 595

197 6.6 265 463 66.1 838 904 904 223 - 176 353 529 573 - 573

210 - 220 419 595 772 86.0 86.0 236 - 154 309 485 573 573 573

223 - 176 353 529 705 772 772 249 - 11.0 265 419 551 551 551

236 - 154 309 485 639 705 705 262 - 88 243 375 529 529 529

249 - 11.0 265 441 573 66.1 66.1 275 - 66 198 353 485 50.7 507

262 - 88 243 397 529 595 595 289 - - 176 309 441 485 485

275 - 66 198 353 485 551 551 302 - - 154 265 397 463 463

0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib
98 59.5 904 904 - - - 904
105 529 904 904 - - - 904
m 46.3 838 904 - - - 904
118 419 750 904 - - - 904
124 375 683 904 - - - 904
131 33.1 639 904 - - - 904
144 265 529 794 904 - - 904
SFSL  216.5ft 157 19.8 463 705 904 - - 904
170 154 39.7 617 838 882 - 882
184 11.0 33.1 529 750 838 83.8

197 6.6 265 463 66.1 816 81.6 816

210 - 220 419 595 772 794 794
223 - 198 375 529 705 772 772
236 - 154 309 485 639 728 728
249 - 11.0 287 441 595 66.1 66.1
262 - 88 243 397 529 595 595
275 - 66 198 353 485 551 551
289 - - 176309 44.1 50.7 _50.7

157.5ft Main boom

= = = =

Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9 Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9
ft 1,000 Ib ft 1,000 Ib
52 156.5 2359 235.9 - - - 2359 59 132.3 200.6 200.6 - - - 200.6
59 130.1 202.8 235.9 - - - 2359 65 110.2 176.4 200.6 - - - 200.6
65 108.0 174.2 2359 - - - 2359 72 94.8 154.3 200.6 - - - 200.6
72 92.6 152.1 209.4 235.9 - - 2359 79 81.6 1345 187.4 200.6 - - 200.6
79 81.6 132.3 185.2 235.9 - - 2359 85 70.5 119.0 167.6 200.6 - - 200.6
85 70.5 116.8 165.3 213.8 235.9 - 2359 92 61.7 105.8 149.9 194.0 - - 200.6
92 61.7 105.8 149.9 194.0 2359 2359 2359 98 55.1 94.8 136.7 176.4 200.6 200.6

98 529 94.8 1345 1764 216.1 229.3 2293 105 48,5 86.0 123.5 160.9 1984 198.4 198.4
SFSL  78.7 ft 105 485 86.0 123.5 160.9 198.4 216.1 216.1 SFSL  98.4ft 1 441 79.4 114.6 147.7 183.0 191.8 191.8

1m 419 77.2 112.4 147.7 183.0 200.6 200.6 118 375 70.5 103.6 136.7 169.8 185.2 185.2
118 375 70.5 103.6 136.7 169.8 185.2 185.2 124 33.1 639 97.0 1279 1587 1742 174.2
124 33.1 63.9 948 125.7 156.5 172.0 172.0 131 28.7 59.5 882 119.0 147.7 163.1 163.1
131 28.7 59.5 882 116.8 147.7 160.9 160.9 144 220 50.7 77.2 103.6 130.1 143.3 1433
144 22.0 485 750 101.4 1279 141.1 1411 157 154 419 66.1 904 1146 1257 125.7
157 154 419 66.1 90.4 114.6 125.7 1257 170 11.0 353 573 794 1014 1124 1124
170 11.0 33.1 573 794 1014 1124 1124 184 6.6 28.7 50.7 705 904 101.4 1014
184 6.6 287 50.7 705 90.4 1014 1014 197 - 243 441 639 816 926 926
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STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

157.5ft  Main boom

= = = =

Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9 Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib
65 1124 172.0 172.0 - - - 1720 85 75.0 110.2 - - - - 110.2
72 97.0 154.3 172.0 - - - 1720 92 66.1 110.2 110.2 - - - 1102
79 83.8 136.7 172.0 - - - 1720 98 573 99.2 110.2 - - - 110.2
85 72.8 121.3 167.6 172.0 - - 1720 105 50.7 90.4 110.2 - - - 110.2
92 63.9 108.0 152.1 172.0 - - 1720 1m 46.3 81.6 110.2 - - - 1102
98 55.1 97.0 136.7 172.0 - - 1720 118 39.7 72.8 105.8 110.2 - - 110.2
105 48.5 88.2 125.7 163.1 - - 1720 124 353 66.1 99.2 110.2 - - 1102
m 441 794 114.6 1499 172.0 - 1720 131 309 61.7 904 110.2 - - 110.2
SFSL  118.1ft 118 39.7 72.8 105.8 138.9 169.8 - 169.8 SFSL  177.2ft 144 243 50.7 77.2 103.6 - - 110.2
124 33.1 66.1 97.0 127.9 158.7 165.3 165.3 157 17.6 441 683 92.6 1058 - 105.8
131 28.7 59.5 90.4 119.0 147.7 160.9 160.9 170 13.2 353 595 81.6 103.6 103.6 103.6
144 22.0 50.7 77.2 103.6 130.1 143.3 1433 184 88 309 507 728 926 1014 1014
157 176 419 66.1 904 1146 1279 1279 197 - 243 441 639 838 926 926
170 11.0 353 57.3 794 1014 1124 1124 210 - 198 397 573 750 838 838
184 6.6 287 50.7 705 926 1014 1014 223 - 154 331 50.7 683 772 772
197 - 243 441 639 816 926 926 236 - 132 287 463 617 705 705
210 - 198 375 573 750 838 838 249 - 88 265 419 573 639 639
223 - 154 331 507 683 750 75.0 262 - 66 220 375 507 595 595
275 - - 176 331 463 529 529
0 88.2 176.4 264.6 352.7 396.8 440.9 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib
72 97.0 147.7 147.7 - - - 1477 92 66.1 94.8 - - - - 948
79 83.8 136.7 147.7 - - - 1477 98 573 948 948 - - - 948
85 72.8 121.3 147.7 - - - 1477 105 50.7 904 948 - - - 948
92 63.9 108.0 147.7 - - - 1477 1 441 81.6 948 - - - 948
98 57.3 97.0 138.9 147.7 - - 1477 118 39.7 75.0 94.8 - - - 948
105 50.7 88.2 125.7 147.7 - - 1477 124 353 683 948 - - - 948
m 441 794 114.6 147.7 - - 1477 131 309 617 904 948 - - 948
118 39.7 72.8 105.8 138.9 - - 1477 144 243 529 794 9438 - - 948
124 353 66.1 97.0 1279 147.7 - 1477 157 17.6 441 683 926 - - 926
SFSL  137.8ft 131 309 61.7 904 119.0 1433 - 1433 SFSL  196.9ft 170 13.2 375 595 81.6 904 - 904
144 243 50.7 77.2 103.6 130.1 136.7 136.7 184 88 309 50.7 728 882 882 882
157 17.6 419 66.1 904 1146 1279 1279 197 - 243 441 639 838 86.0 86.0
170 13.2 353 595 816 103.6 1146 114.6 210 - 198 397 573 750 838 838
184 88 309 507 728 926 1014 1014 223 - 154 331 50.7 683 772 772
197 - 243 441 639 838 926 926 236 - 132 287 463 617 705 705
210 - 198 397 573 750 838 838 249 - 88 243 419 573 639 639
223 - 154 331 507 683 772 772 262 - 66 220 375 507 595 595
236 - 132 287 463 617 705 705 275 - - 176 33.1 463 529 529
289 - - 154 287 419 485 485
0 88.2 176.4 264.6 352.7 396.8 440.9 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib
79 86.0 127.9 127.9 - - - 1279 98 573 794 - - - - 794
85 75.0 123.5 127.9 - - - 1279 105 50.7 794 - - - - 794
92 66.1 110.2 127.9 - - - 1279 111 441 794 794 - - - 794
98 57.3 99.2 127.9 - - - 1279 118 39.7 75.0 794 - - - 794
105 50.7 88.2 125.7 127.9 - - 1279 124 353 683 794 - - - 794
m 46.3 794 1146 127.9 - - 1279 131 309 617 794 - - - 794
118 39.7 72.8 105.8 127.9 - - 1279 144 243 529 794 794 - - 794
124 353 66.1 97.0 127.9 - - 1279 157 176 441 683 794 - - 794
131 309 61.7 904 119.0 - - 1279 170 13.2 375 595 772 - - 772
SFSL  157.5ft 144 243 50.7 77.2 103.6 1235 - 1235 SFSL  216.5ft 184 88 309 529 728 75.0 - 750
157 17.6 441 683 92,6 1146 119.0 119.0 197 - 265 463 639 728 - 728
170 132 353 595 81.6 103.6 1146 114.6 210 - 220 397 573 705 705 705
184 88 309 507 728 926 1014 1014 223 - 176 353 529 683 705 705
197 - 243 441 639 838 926 926 236 - 132 309 463 617 683 683
210 - 198 397 573 750 838 838 249 - 11.0 265 419 573 639 639
223 - 154 331 50.7 683 77.2 772 262 - 6.6 220 375 529 595 595
236 - 132 287 463 617 705 705 275 - - 198 33.1 463 551 55.1
249 - 88 243 419 573 639 639 289 - - 154 287 419 485 485
302 - - 132 265 397 463 463
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STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

157.5ft Main boom

= =

Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib
1 44.1 639 - - - - 639
118 375 639 639 - - - 63.9
124 33.1 639 639 - - - 639
131 28.7 61.7 639 - - - 639
144 22.0 529 639 - - - 639
157 176 441 639 639 - - 639
170 11.0 375 595 639 - - 639
184 88 309 50.7 617 - - 617
SFSL  236.2ft 197 - 243 441 595 - - 595
210 - 198 397 573 595 - 595
223 - 154 331 507 573 - 573
236 - 132 287 463 551 551 551
249 - 88 243 419 529 529 529
262 - 6.6 220 353 507 529 529
275 - - 176 33.1 463 507 50.7
289 - - 154 287 419 463 463
302 - - 132 243 375 441 441
315 - - 88 220 353 397 397

177.2ft  Main boom

= = = =

Fly jib Radius o 0 88.2 176.4 264.6 352.7 396.8 440.9 Fly jib Radius Io 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib
59 127.9 198.4 198.4 - - - 1984 72 94.8 1455 1455 - - - 1455
65 108.0 174.2 198.4 - - - 1984 79  81.6 1345 1455 - - - 1455
72 92.6 149.9 198.4 - - - 1984 85 705 119.0 1455 - - - 1455
79  79.4 132.3 185.2 198.4 - - 1984 92 617 105.8 1455 - - - 1455
85 683 116.8 165.3 198.4 - - 1984 98  55.1 94.8 136.7 1455 - - 1455
92 595 103.6 147.7 191.8 - - 1984 105 485 86.0 123.5 145.5 - - 1455
98 529 92.6 134.5 174.2 198.4 - 1984 1M1 419 77.2 112.4 1455 - - 1455
105 463 83.8 121.3 158.7 194.0 - 194.0 118 375 70.5 103.6 136.7 - - 1455
SFSL  78.7ft 111 397 750 1102 1455 1808 187.4 1874 FsL 118.1 ft 124 331 639 94.8 1257 1433 - 1433
118 353 683 101.4 1345 167.6 183.0 183.0 131 287 595 882 116.8 141.1 - 1411
124 309 617 926 1257 1565 172.0 172.0 144  19.8 485 75.0 101.4 1279 136.7 136.7
131 265 57.3 86.0 114.6 1455 158.7 158.7 157 154 39.7 66.1 882 1124 1257 125.7
144 19.8 463 75.0 101.4 127.9 141.1 1411 170 11.0 33.1 573 79.4 101.4 1124 1124
157 132 397 639 882 1124 1235 1235 184 6.6 265 485 70.5 904 101.4 1014
170 88 33.1 551 77.2 99.2 110.2 110.2 197 - 220 419 617 816 904 904
184 - 265 485 683 882 992 99.2 210 - 176 375 551 728 816 816
197 - 220 419 61.7 79.4 90.4 90.4 223 - 132 309 485 66.1 750 75.0
236 - 11.0 265 441 595 683 683

0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib 0 88.2 176.4 264.6 352.7 396.8 440.9

65 110.2 169.8 169.8 - - - 169.8 ft 1,000 Ib
72 948 152.1 169.8 - - - 169.8 79  83.8 125.7 125.7 - - - 1257
79  81.6 1345 169.8 - - - 169.8 85  72.8 121.3 125.7 - - - 1257
85 705 119.0 165.3 169.8 - - 169.8 92 639 108.0 125.7 - - - 1257
92  61.7 105.8 149.9 169.8 - - 169.8 98  55.1 97.0 1257 - - - 1257
98 529 94.8 1345 169.8 - - 169.8 105 485 86.0 125.7 125.7 - - 1257
105 485 86.0 123.5 160.9 - - 169.8 111 441 794 1146 125.7 - - 1257
1M1 419 77.2 1124 147.7 167.6 - 1676 SFSL  137.8 ft 118 375 70.5 103.6 125.7 - - 1257
SESL  98.4 ft 118 353 70.5 103.6 136.7 165.3 - 1653 . 124 331 66.1 97.0 125.7 - - 1257
- 124 309 639 948 1257 1565 160.9 160.9 131 287 59.5 882 119.0 - - 1235
131 265 57.3 882 116.8 1455 1587 158.7 144 220 507 77.2 103.6 121.3 - 1213
144  19.8 485 75.0 101.4 127.9 141.1 141.1 157 154 419 66.1 90.4 114.6 1168 116.8
157 154 39.7 639 882 1124 1257 125.7 170 11.0 33.1 573 794 1014 1124 1124
170 88 33.1 551 794 1014 1124 1124 184 6.6 287 50.7 70.5 90.4 101.4 1014
184 - 265 485 683 904 99.2 99.2 197 - 220 441 617 816 904 904
197 - 220 419 617 816 904 904 210 - 176 375 551 728 816 816
210 - 176 375 551 728 816 816 223 - 154 331 507 66.1 750 75.0
236 - 11.0 287 441 595 683 683
249 - 88 243 397 551 617 61.7
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STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

177.2 ft  Main boom

= = = =

Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9 Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib
85 72.8 108.0 - - - - 108.0 105 48,5 639 - - - - 639
92 63.9 108.0 108.0 - - - 108.0 1 419 639 - - - - 63.9
98 57.3 97.0 108.0 - - - 108.0 118 375 639 639 - - - 639
105 50.7 88.2 108.0 - - - 108.0 124 33.1 639 639 - - - 639
m 441 79.4 108.0 - - - 108.0 131 28.7 617 63.9 - - - 63.9
118 37.5 72.8 105.8 108.0 - - 108.0 144 220 50.7 639 - - - 639
124 33.1 66.1 97.0 108.0 - - 108.0 157 154 441 639 639 - - 63.9
131 28.7 59.5 88.2 108.0 - - 108.0 170 11.0 353 595 639 - - 639
SFSL  157.5ft 144 22.0 50.7 77.2 103.6 - - 105.8 SFSL  216.5ft 184 6.6 28.7 50.7 639 - - 639
157 154 419 66.1 904 103.6 - 103.6 197 - 243 441 639 639 - 639
170 11.0 353 573 794 1014 1014 1014 210 - 198 375 573 639 - 639
184 6.6 287 50.7 705 904 99.2 99.2 223 - 154 331 50.7 639 639 639
197 - 220 441 617 816 904 904 236 - 11.0 287 441 617 639 639
210 - 176 375 551 728 816 816 249 - 88 243 397 551 639 639
223 - 154 331 507 66.1 750 75.0 262 - 66 198 353 507 573 573
236 - 11.0 287 441 595 683 683 275 - - 176 309 463 529 529
249 - 88 243 397 551 617 617 289 - - 132 287 419 485 485
262 - - 198 353 50.7 573 573 302 - - 11.0 243 375 441 441
315 - - 88 220 331 397 397
0 88.2 176.4 264.6 352.7 396.8 440.9 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib
92 63.9 94.8 - - - - 948 1m 41.9 50.7 - - - - 507
98 57.3 948 948 - - - 948 118 37.5 50.7 - - - - 507
105 485 882 9438 - - - 948 124 309 50.7 - - - - 507
m 441 794 9438 - - - 948 131 28.7 50.7 50.7 - - - 507
118 375 728 948 - - - 948 144 19.8 50.7 50.7 - - - 507
124 33.1 66.1 9438 - - - 948 157 154 419 50.7 - - - 507
131 28.7 595 904 9438 - - 948 170 8.8 353 507 - - - 507
144 220 507 772 948 - - 948 184 6.6 28.7 50.7 50.7 - - 507
157 154 419 66.1 904 - 926 197 - 243 441 507 - - 507

SFSL  177.2ft 170 11.0 353 573 794 90.1; 90:4 SFSL  236.2ft 210

- - 198 375 50.7 - - 507
184 6.6 287 507 705 904 904 904 223 - 154 33.1 50.7 507 - 507
197 - 243 441 639 816 882 882 236 - 11.0 287 441 507 - 507
210 - 176 375 551 728 816 816 249 - 88 243 39.7 507 507 50.7
223 - 154 331 507 66.1 750 75.0 262 - - 198 353 50.7 507 50.7
236 - 11.0 287 441 595 683 683 275 - - 154 309 441 507 50.7
249 - 88 243 39.7 551 617 617 289 - - 132 265 397 463 463
262 - - 198 353 50.7 573 573 302 - - 11.0 243 375 419 419
275 - - 176 309 441 529 529 315 - - 88 198 33.1 397 397
289 - - 132 265 39.7 485 485 328 - - 66 176 287 353 353

0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib

98 55.1 794 - - - - 794
105 485 794 794 - - - 794
11 441 794 794 - - - 794
118 375 728 794 - - - 794
124 33.1 66.1 794 - - - 794
131 28.7 617 794 - - - 794
144 220 507 77.2 794 - - 794
157 154 419 66.1 794 - - 794
170 11.0 353 573 772 - - 772
SFSL  196.9ft 184 6.6 287 507 705 77.2 - 772
197 - 243 441 639 772 772 772
210 - 198 375 551 750 75.0 75.0
223 - 154 331 507 66.1 75.0 75.0
236 - 11.0 287 441 595 683 683
249 - 88 243 397 551 617 617
262 - - 198 353 50.7 573 573
275 - - 176 309 441 529 529
289 - - 132 265 397 463 463
302 - - 1.0 243 375 441 441
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STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

196.9 ft Main boom

= = = =

Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9 Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9
ft 1,000 Ib ft 1,000 Ib
59 127.9 172.0 - - - - 1720 72 94.8 125.7 - - - - 1257
65 105.8 172.0 172.0 - - - 1720 79 81.6 125.7 125.7 - - - 1257
72 90.4 149.9 172.0 - - - 1720 85 70.5 119.0 125.7 - - - 1257
79 77.2 130.1 172.0 - - - 172.0 92 61.7 105.8 125.7 - - - 1257
85 68.3 114.6 163.1 172.0 - - 1720 98 529 94.8 1257 - - - 1257
92 59.5 101.4 145.5 172.0 - - 1720 105 46.3 83.8 121.3 125.7 - - 1257
98 50.7 92.6 132.3 172.0 - - 1720 m 419 77.2 1124 125.7 - - 1257
105 44.1 81.6 119.0 156.5 172.0 - 1720 118 353 683 1014 1257 - - 1257
11 37.5 75.0 110.2 145.5 167.6 167.6 124 309 61.7 948 125.7 - 1257

118 33.1 66.1 99.2 132.3 163.1 163.1 163.1 131 265 573 86.0 116.8 1235 - 1235
SFSL  78.7ft 124 28.7 617 92.6 123.5 1543 160.9 160.9 SFSL  118.1ft 144 19.8 46.3 75.0 101.4 121.3

- 1213
131 243 55.1 83.8 114.6 143.3 156.5 156.5 157 13.2 397 639 882 1124 1168 116.8
144 176 463 728 99.2 1257 1389 138.9 170 88 309 551 772 99.2 110.2 110.2
157 11.0 375 61.7 86.0 110.2 121.3 1213 184 - 265 463 683 882 99.2 99.2
170 6.6 309 529 750 97.0 108.0 108.0 197 - 198 397 595 794 882 882
184 - 243 463 66.1 882 97.0 97.0 210 - 154 353 529 705 794 794
197 - 198 397 595 772 882 882 223 - 11.0 28.7 463 639 728 728
210 - 154 331 529 705 794 794 236 - 88 243 419 573 66.1 66.1
223 - 11.0 287 463 639 728 728 249 - - 220 375 529 595 595
236 - 66 243 419 573 66.1 66.1 262 - - 176 33.1 463 551 55.1
249 - - 198 353 529 595 595 275 - - 132 287 419 485 485
289 - - 11.0 243 375 441 441
0 88.2 176.4 264.6 352.7 396.8 440.9 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib
65 110.2 147.7 - - - - 1477 79 81.6 110.2 - - - - 110.2
72 92.6 147.7 147.7 - - - 1477 85 70.5 110.2 110.2 - - - 1102
79 79.4 132.3 147.7 - - - 1477 92 61.7 105.8 110.2 - - - 110.2
85 68.3 116.8 147.7 - - - 1477 98 55.1 94.8 110.2 - - - 110.2
92 59.5 103.6 147.7 147.7 - - 1477 105 48.5 86.0 110.2 - - - 110.2
98 529 92.6 134.5 147.7 - - 1477 m 419 77.2 110.2 - - - 110.2
105 46.3 83.8 121.3 147.7 - - 1477 118 353 70.5 103.6 110.2 - - 1102
m 39.7 75.0 110.2 1455 - - 1477 124 309 639 948 110.2 - - 110.2
118 353 683 101.4 134.5 1455 - 1455 131 265 573 882 110.2 - - 110.2
SFSL  98.4ft 124 28.7 61.7 926 123.5 1433 - 1433 SFSL  137.8ft 144 19.8 485 75.0 101.4 108.0 - 108.0
131 265 57.3 86.0 114.6 141.1 141.1 1411 157 13.2 39.7 639 882 1058 - 1058
144 17.6 463 728 99.2 1257 1345 1345 170 88 33.1 551 77.2 99.2 1014 1014
157 13.2 375 639 882 110.2 1235 1235 184 - 265 485 683 882 99.2 99.2
170 6.6 309 551 77.2 99.2 1102 110.2 197 - 198 419 617 794 882 882
184 - 243 463 683 882 992 99.2 210 - 154 353 551 728 816 816
197 - 198 397 595 794 882 882 223 - 132 309 485 639 728 728
210 - 154 353 529 705 794 794 236 - 88 265 419 595 66.1 66.1
223 - 110 287 463 639 728 728 249 - 66 220 375 529 595 595
236 - 88 243 419 573 66.1 66.1 262 - - 176 33.1 485 551 551
249 - - 198 375 529 595 595 275 - - 154 287 419 507 507
262 - - 176 33.1 463 551 55.1 289 - - 11.0 243 397 463 463
302 - - 88 220 353 419 419
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STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

196.9 ft Main boom

= = = =

Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9 Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib
85 70.5 94.8 - - - - 948 98 529 66.1 - - - - 66.1
92 61.7 948 948 - - - 948 105 46.3 66.1 - - - - 66.1
98 55.1 948 948 - - - 948 1 41.9 66.1 - - - - 66.1
105 463 86.0 94.8 - - - 948 118 353 66.1 66.1 - - - 66.1
m 419 77.2 9438 - - - 948 124 309 66.1 66.1 - - - 66.1
118 353 705 948 - - - 948 131 265 595 66.1 - - - 66.1
124 309 639 948 948 - - 948 144 19.8 485 66.1 - - - 66.1
131 265 59.5 882 948 - - 948 157 13.2 419 66.1 66.1 - - 66.1
144 19.8 485 75.0 9438 - - 948 170 88 33.1 573 639 - - 639
157 13.2 397 639 882 926 - 926 184 - 265 485 639 - - 63.9
170 88 33.1 551 77.2 904 - 904 197 - 220 419 617 639 - 639
184 - 265 485 683 904 904 904 210 - 176 353 551 639 639 639
SFSL  157.5ft 197 - 220 419 617 794 882 882 SFSL  196.9ft 223 - 132 309 485 617 61.7 617
210 - 176 353 551 728 816 816 236 - 88 265 419 595 617 617
223 - 132 309 485 639 728 728 249 - 66 220 375 529 617 617
236 - 88 265 419 595 66.1 66.1 262 - - 176 33.1 485 551 551
249 - 66 220 375 529 595 595 275 - - 154 287 441 507 50.7
262 - - 176 33.1 485 551 551 289 - - 11.0 243 397 463 463
275 - - 154 287 419 507 50.7 302 - - 88 220 353 419 419
289 - - 11.0 243 375 463 463 315 - - 66 176 309 375 375
302 - - 88 220 353 419 419 328 - - - 154 287 331 331
315 - - 66 176 309 375 375 341 - - - 132 243 309 309
328 - - - 154 287 331 331 354 - - - 1.0 220 265 265
368 - - - 88 198 243 243
0 88.2 176.4 264.6 352.7 396.8 440.9 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib

92 61.7 79.4 - - - - 794 105 46.3 529 - - - - 529
98 529 794 - - - - 794 111 39.7 529 - - - - 529
105 463 794 794 - - - 794 118 353 529 - - - - 529
1M 419 794 794 - - - 794 124 309 529 - - - - 529
118 353 705 794 - - - 794 131 26.5 529 529 - - - 529
124 309 639 794 - - - 794 144 19.8 50.7 52.9 - - - 529
131 26,5 595 794 - - - 794 157 13.2 419 529 - - - 529
144 19.8 485 750 794 - - 794 170 88 353 529 529 - - 529
157 13.2 39.7 66.1 772 - - 772 184 - 287 507 529 - - 529
170 88 33.1 573 772 - - 772 197 - 220 419 529 - - 529
184 - 265 485 683 772 - 772 210 - 176 375 529 529 - 529
SFSL  177.2ft 197 - 220 419 617 772 772 772 SFSL  216.5ft 223 - 132 309 485 529 - 529
210 - 176 353 551 728 750 75.0 236 - 1.0 265 441 529 529 529
223 - 132 309 485 66.1 728 728 249 - 66 220 375 529 529 529
236 - 88 265 419 595 66.1 66.1 262 - - 176 331 485 529 529
249 - 66 220 375 529 617 617 275 - - 154 287 441 507 50.7
262 - - 176 33.1 485 551 551 289 - - 132 265 397 463 463
275 - - 154 287 441 507 507 302 - - 88 220 353 419 419
289 - - 1.0 243 39.7 463 463 315 - - 66 198 309 375 375
302 - - 88 220 353 419 419 328 - - - 154 287 33.1 331
315 - - 66 198 309 375 375 341 - - - 132 243 309 309
328 - - - 154 287 331 331 354 - - - 11.0 220 287 287
341 - - - 132 243 309 309 368 - - - 88 198 243 243
381 - - - 66 176 22.0 220
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STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

196.9 ft Main boom

= =

Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib
1 39.7 419 - - - - 419
118 353 41.9 - - - - 409
124 287 419 - - - - 49
131 26,5 419 - - - - 419
144 176 419 419 - - - 49
157 13.2 397 419 - - - 419
170 6.6 33.1 419 - - - 49
184 - 265 419 419 - - 49
197 - 220 419 419 - - 419
210 - 176 353 419 - - 49
223 - 132 309 419 - - 419
236 - 88 265 419 419 - 419
SFSL  236.2ft 249 - 66 220 375 419 - 49
262 - - 176 331 419 419 419
275 - - 154 287 419 419 419
289 - - 11.0 243 375 397 397
302 - - 88 220 353 397 397
315 - - 66 176 309 375 375
328 - - - 154 265 33.1 331
341 - - - 132 243 309 309
354 - - - 1.0 220 265 265
368 - - - 88 198 243 243
381 - - - 66 154 220 220
394 - - - - 132 198 198
407 - - - - 11.0 176 176

216.5ft Main boom

= = = =

Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9 Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib
59 125.7 1433 - - - - 1433 65 108.0 1235 - - - - 1235
65 105.8 143.3 - - - - 1433 72 92.6 1235 - - - - 1235
72 90.4 143.3 1433 - - - 1433 79 79.4 1235 1235 - - - 1235
79 77.2 130.1 1433 - - - 1433 85 68.3 114.6 1235 - - - 1235
85 66.1 114.6 143.3 - - - 1433 92 59.5 103.6 123.5 - - - 1235
92 57.3 101.4 143.3 1433 - - 1433 98 50.7 92.6 1235 - - - 1235
98 48.5 90.4 130.1 143.3 - - 1433 105 44.1 81.6 119.0 1235 - - 1235
105 419 81.6 119.0 143.3 - - 1433 m 37.5 75.0 110.2 1235 - - 1235
m 375 72.8 108.0 141.1 - - 1414 118 33.1 66.1 99.2 1235 - - 1235
118 309 66.1 99.2 132.3 138.9 - 1389 124 28.7 595 926 1213 - - 1213
SFSL  78.7ft 124 26.5 59.5 904 121.3 138.9 - 1389 SFSL  98.4ft 131 243 55.1 838 1146 1213 - 1213
131 220 529 838 1124 136.7 136.7 136.7 144 154 441 728 99.2 116.8 - 116.8
144 154 441 705 97.0 1235 1323 1323 157 11.0 353 61.7 86.0 110.2 1146 114.6
157 88 353 595 838 108.0 121.3 1213 170 6.6 287 529 750 97.0 108.0 108.0
170 - 287 507 75.0 97.0 108.0 108.0 184 - 220 441 66.1 8.0 97.0 97.0
184 - 220 441 66.1 86.0 94.8 948 197 - 176 375 573 772 86.0 86.0
197 - 176 375 573 772 86.0 86.0 210 - 132 331 507 683 772 772
210 - 132 309 507 683 772 772 223 - 88 265 441 617 705 705
223 - 88 265 441 617 705 705 236 - 6.6 220 397 551 639 639
236 - 66 220 397 551 639 639 249 - - 198 353 50.7 573 573
249 - - 176 331 50.7 573 573 262 - - 154 309 441 529 529
262 - - 154 309 441 529 529 275 - - 132 265 39.7 485 485
289 - - 88 220 353 44.1 _ 441
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STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

216.5ft  Main boom

= = = =

Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9 Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9
ft 1,000 Ib ft 1,000 Ib
72 92.6 105.8 - - - - 1058 85 683 77.2 - - - - 772
79 79.4 105.8 - - - - 105.8 92 595 77.2 - - - - 772
85 68.3 105.8 105.8 - - - 1058 98 50.7 77.2 - - - - 772
92 59.5 103.6 105.8 - - - 105.8 105 441 772 772 - - - 772
98 50.7 92.6 105.8 - - - 105.8 1m 397 772 772 - - - 772
105 441 83.8 105.8 - - - 1058 118 33.1 705 77.2 - - - 772
1m 39.7 75.0 105.8 - - - 105.8 124 287 639 772 - - - 772
118 33.1 683 101.4 105.8 - - 1058 131 243 573 772 - - - 772
124 28.7 61.7 92.6 105.8 - - 105.8 144 176 463 728 772 - - 772
131 243 55.1 86.0 103.6 - - 103.6 157 11.0 375 639 750 - - 750
144 176 463 728 99.2 103.6 - 103.6 170 6.6 309 55.1 75.0 - - 750
157 11.0 375 61.7 86.0 101.4 101.4 184 - 243 463 683 75.0 75.0

SFSL 11811t 17, 65 287 529 750 o970 992 992 SFSL 157.5ft ;o - 98 397 595 750 750 750

184 - 243 463 66.1 8.0 97.0 97.0 210 - 154 331 529 705 728 728
197 - 176 375 595 772 882 882 223 - 110 287 463 639 728 728
210 - 132 331 507 705 794 794 236 - 66 243 397 573 639 639
223 - 88 287 463 617 705 705 249 - - 198 353 50.7 595 595
236 - 66 220 39.7 573 639 639 262 - - 154 309 463 529 529
249 - - 198 353 507 573 573 275 - - 132 265 419 485 485
262 - - 154 309 463 529 529 289 - - 88 243 375 441 441
275 - - 132 265 39.7 485 485 302 - - 66 198 331 397 397
289 - - 88 220 353 441 441 315 - - - 176 287 353 353
302 - - 6.6 198 33.1 397 397 328 - - - 132 265 309 309
341 - - - 11.0 220 287 287

0 88.2 176.4 264.6 352.7 396.8 440.9 0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib

79 794 926 - - - - 926 92 595 63.9 - - - - 639
85 68.3 92.6 - - - - 926 98 50.7 63.9 - - - - 63.9
92 59.5 92,6 926 - - - 926 105 441 639 - - - - 639
98 50.7 92.6 92.6 - - - 926 11 39.7 639 - - - - 639
105 441 838 92.6 - - - 926 118 33.1 639 639 - - - 63.9
m 39.7 772 926 - - - 926 124 28.7 639 639 - - - 639
118 33.1 683 926 - - - 926 131 243 573 639 - - - 639
124 28.7 61.7 92,6 926 - - 926 144 17.6 485 63.9 - - - 639
131 243 573 86.0 926 - - 926 157 11.0 39.7 639 639 - - 639
144 176 463 728 904 - 9.4 170 6.6 30.9 551 617 - - 617

157 11.0 375 617 86.0 904 - 904

184 - 243 463 617 - - 617

SFSL  137.8ft 170 6.6 309 529 77.2 882 - 882 SFSL  177.2ft 197 - 198 39.7 595 617 - 617
184 - 243 463 66.1 882 882 882 210 - 154 331 529 617 617 617
197 - 198 397 595 772 86.0 86.0 223 - 11.0 287 463 617 617 617
210 - 154 331 529 705 794 794 236 - 66 243 397 573 617 617
223 - 11.0 287 463 639 705 705 249 - - 198 353 50.7 595 59.5
236 - 66 243 397 573 639 639 262 - - 154 309 463 529 529
249 - - 198 353 50.7 595 595 275 - - 132 265 419 485 485
262 - - 154 309 463 529 529 289 - - 88 243 375 441 441
275 - - 132 265 419 485 485 302 - - 6.6 198 33.1 397 397
289 - - 88 243 375 441 441 315 - - - 176 287 353 353
302 - - 66 198 33.1 397 397 328 - - - 132 265 309 309
315 - - - 176 287 353 353 341 - - - 11.0 220 287 287
328 - - - 132 265 309 309 354 - - - 88 198 265 265
368 - - - 66 176 220 220
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STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

216.5ft  Main boom

= = = =

Flyjib  Radius b 0 882 1764 264.6 352.7 396.8 440.9 Flyjib  Radius b 0 882 1764 264.6 352.7 3968 440.9

ft 1,000 Ib ft 1,000 Ib
98 507 507 - - - - 507 M 309 309 - - - - 309
105 441 507 - - - - 507 18 309 309 - - - - 309
1M 375 507 - - - - 507 124 287 309 - - - - 309
18 331 507 - - - - 507 131 243 309 - - - - 309
124 287 507 - - - - 507 124 154 309 - - - - 309
131 243 507 507 - - - 507 157 110 309 309 - - - 309
124 176 485 507 - - - 507 170 66 309 309 - - - 309
157 110 397 507 - - - 507 184 - 243 309 - - - 309
170 66 309 507 507 - - 507 197 - 198 309 - - - 309
184 - 265 463 507 - - 507 210 - 154 309 309 - - 309
197 - 198 397 507 - - 507 23 - 110 287 309 - - 309
210 - 154 353 507 507 - 507 236 . 88 243 309 - - 309
SFSL  196.9ft ), - 110 287 463 507 - 507 SFSL 236.2ft 5 - - 198 309 309 - 309
236 - 66 243 419 507 507 507 262 - - 154 309 309 - 309
249 - . 198 353 507 507 507 275 - - 132 265 309 309 3009
262 - - 154 309 463 507 507 289 . - 88 243 309 309 309
275 - . 132 265 419 485 485 302 - . 66 198 287 287 287
289 - - 88 243 375 441 441 315 - - - 176 28.7 28.7 28.7
302 - - 66 198 331 397 397 328 - - - 132 265 265 265
315 - - . 176 287 353 353 341 - . 110 220 265 265
328 - - - 132 265 309 3009 354 .- . 88 198 243 243
341 - - 110 220 287 287 368 - - - 66 176 220 220
354 - - . 88 198 243 243 381 - - - . 154 198 198
368 - - . 66 176 220 220 394 ...l 132 176 176
381 - - - . 154 198 198 407 - .- 110 154 154
420 - - .. 88 132 132

0 88.2 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib
105 419 419 - - - - 49
1 375 419 - - - - 419
118 33.1 419 - - - - 49
124 287 419 - - - - 49
131 243 419 - - - - 419
144 176 419 419 - - - 49
157 11.0 39.7 419 - - - 419
170 6.6 33.1 419 - - - 49
184 - 265 419 419 - - 419
197 - 198 419 419 - - 419
210 - 154 353 419 - - 49
SFSL  216.5ft 223 - 11.0 287 419 - - 419
236 - 88 243 419 419 - 419
249 - - 198 375 419 419 419
262 - - 176 309 419 419 419
275 - - 132 287 419 419 419
289 - - 11.0 243 375 397 397
302 - - 6.6 198 33.1 375 375
315 - - - 176 287 353 353
328 - - - 154 265 33.1 331
341 - - - 11.0 243 287 287
354 - - - 88 198 265 265
368 - - - 66 176 220 220
381 - - - - 154 198 1938
394 - - - - 132 176 176
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STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

236.2 ft  Main boom

= = = =

Flyjib  Radius b O 882 1764 264.6 352.7 396.8 440.9 Flyjib  Radius b O 882 1764 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib
59 1235 1235 - - - - 1235 72 904 926 - - - - 96
65 1036 1235 - - - - 1235 79 772 %26 - - - - 96
72 8821235 - - - - 1235 85 661 926 - - - - 926
79 750 1235 1235 - - - 1235 92 573 926 926 - - - 926
85 639 1124 1235 - - - 1235 98 485 926 926 - - - 926
92 551 992 1235 - - - 1235 105 419 816 926 - - - 926
98 485 882 1235 - - - 1235 11 353 728 926 - - - 96
105 397 794 1168 1235 - - 1235 118 309 661 926 - - - 926
11 353 705 1058 1235 - - 1235 124 265 595 904 926 - - 926
118 287 639 970 1213 - - 1213 131 220 551 838 926 - - 926
124 243 573 882 1190 - - 1213 144 154 441 705 904 - - 904
131 198 507 816 1102 1190 - 119.0 157 88 353 595 838 882 - 882
SFSL  787ft 14, 132 419 683 948 1168 1168 1168 SFSL 118.1ft 17, - 287 507 728 80 - 860
157 66 331 595 838 1058 1124 112.4 184 - 220 441 639 838 838 838
170 - 265 485 728 948 1058 1058 197 - 154 375 573 750 816 816
184 - 198 419 639 838 948 948 210 - 110 309 485 683 772 772
197 . 154 353 551 750 838 838 23 - 88 265 441 617 683 683
210 - 11.0 28.7 485 66.1 75.0 75.0 236 - - 220 375 551 617 61.7
23 - 66 243 419 595 683 683 249 - - 176 331 485 573 573
236 .. 198 375 529 617 617 262 - . 132 287 441 507 507
249 - - 154 309 485 551 551 275 - - 110 243 375 463 463
262 - - 132 265 419 507 507 289 - - 66 198 331 419 419
275 - - 88 243 375 441 441 302 - - 176 309 375 375
289 - - 66 198 331 397 397 315 - - . 154 265 331 334
328 - - - 110 243 287 287
0 882 176.4 264.6 352.7 396.8 440.9 0 882 176.4 264.6 352.7 396.8 4409

ft 1,000 Ib ft 1,000 Ib
65 1058 1058 - - - - 1058 79 772 794 - - - - 794
72 8821058 - - - - 1058 85 664 794 - - - - 794
79 772 1058 - - - - 1058 92 573 794 - - - - 794
8 661 1058 1058 - - - 1058 98 485 794 794 - - - 794
92 551 1014 1058 - - - 1058 105 419 794 794 - - - 794
98 485 904 1058 - - - 1058 11 353 750 794 - - - 794
105 419 816 1058 - - - 1058 118 309 683 794 - - - 794
11 353 728 1058 1058 - - 1058 124 265 617 794 - - - 794
118 309 661 992 1058 - - 1058 131 220 551 794 794 - - 794
124 265 595 904 1058 - - 1058 144 154 441 728 794 - - 794
131 220 529 816 1036 - - 1036 157 88 353 617 772 - - 772
SFSL  98.4ft 1., ‘54 219 705 970 1014 - 1014 SFSL 137.8ft 3, - 287 529 750 750 - 750
157 88 353 595 838 992 - 992 184 - 220 441 661 728 - 728
170 - 265 507 728 948 970 97.0 197 - 176 375 573 728 728 728
184 - 220 419 639 838 948 948 210 - 132 309 507 683 705 705
197 - 154 353 573 750 860 860 23 - 88 265 441 617 683 683
210 - 110 309 485 683 772 77.2 236 - . 220 375 551 639 639
223 - 66 243 419 5905 683 683 249 - - 176 331 485 573 573
236 - - 198 375 529 617 617 262 - - 132 287 441 507 507
249 - - 176 331 485 551 554 275 - - 110 243 397 263 463
262 - - 132 287 441 507 507 289 - - 66 220 353 419 419
275 - - 110 243 375 463 463 302 - - I 176 309 375 375
289 - - 66 198 331 419 419 315 - . . 154 265 331 334
302 - - . 176 309 375 375 328 - - - 110 243 309 309
341 - - . 88 198 265 265
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STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e BEEEIL SL-Radius 42.7 ft 360° DIN/ISO

236.2 ft  Main boom

= = = =

Flyjib  Radius b 0 882 1764 264.6 352.7 396.8 440.9 Flyjib  Radius b 0 882 1764 264.6 352.7 3968 440.9

ft 1,000 Ib ft 1,000 Ib
85 639 639 - - - - 639 05 419 419 - - - - a9
92 573 639 - - - - 639 M 383 419 - - - - M9
98 485 639 - - - - 639 18 309 419 - - - - 419
105 419 639 - - - - 639 124 265 419 - - - - 419
11 375 639 639 - - - 639 131 20 419 - - - - mo
118 309 639 639 - - - 639 14 154 419 419 - - - 419
124 265 617 639 - - - 639 157 88 375 419 - - - 419
131 220 551 639 - - - 639 170 - 309 419 - - - 419
124 154 463 639 - - - 639 184 - 243 397 397 - - 397
157 88 375 61.7 61.7 - - 61.7 197 - 176 39.7 39.7 - - 39.7
170 - 287 529 617 - - 617 210 - 132 334 397 - - 397
184 - 220 441 617 - - 617 23 . 88 265 397 - - 397
SFSL  157.5ft ,o; - 176 375 573 595 - 595 SFSL 196.9ft 3¢ - 66 220 375 375 - 375
210 - 132 309 507 595 595 595 249 - . 176 331 375 375 375
223 - 88 26,5 441 573 573 57.3 262 - - 154 28.7 375 375 37.5
236 - - 220 375 551 573 573 275 - - 110 243 375 375 375
249 - - 176 331 485 573 573 289 - . 88 20 353 353 353
262 - - 132 287 441 507 507 302 - - 176 309 331 334
275 - - 110 243 397 263 463 315 - - . 154 265 331 334
289 - - 66 220 353 419 419 328 - - 110 243 287 287
302 - - I 176 309 375 375 341 - - . 88 198 265 265
315 - - . 154 265 331 334 354 .- - 66 176 243 243
328 - - - 110 243 287 287 367 - - - . 154 198 198
341 - - . 88 198 265 265 380 ...l 132 176 176
354 - - - 66 176 243 243 393 - .- - 110 154 154
0 882 176.4 264.6 352.7 396.8 4409 0 882 176.4 264.6 352.7 396.8 440.9

ft 1,000 Ib ft 1,000 Ib
92 529 529 - - - - 529 M 334 334 - - - - 331
98 485 529 - - - - 529 18 309 331 - - - - 331
105 419 529 - - - - 529 124 265 3314 - - - - 331
1M 353 59 - - - - 529 131 220 334 - - - - 3371
18 309 529 - - - - 529 14 154 331 - - - - 331
124 265 529 529 - - - 529 157 88 334 331 - - - 331
131 220 529 529 - - - 529 170 - 309 334 - - - 334
124 154 463 529 - - - 529 184 - 243 331 - - - 331
157 88 375 529 - - - 529 197 - 198 309 309 - - 309
170 - 309 507 507 - - 507 210 - 132 309 309 - - 309
184 - 243 463 507 - - 507 23 - 110 287 309 - - 309
SFSL  177.2ft ,o; - 176 375 s07 - - 507 SFSL 216.5ft 35 - 66 243 309 - - 309
210 - 132 331 507 507 - 507 249 - - 198 287 287 - 287
23 - 88 265 441 485 - 485 262 - . 154 287 287 - 287
236 - 66 220 397 485 485 485 275 - - 110 265 287 287 287
249 - - 176 331 485 485 485 289 - - 88 20 287 287 287
262 . 132 287 441 485 485 302 - - 66 176 265 265 265
275 - - 110 243 397 463 463 315 - - . 154 265 265 265
289 - - 88 220 353 419 419 328 - - - 132 243 265 265
302 - - . 176 309 375 375 341 - - 110 220 243 243
315 - - . 154 265 331 334 354 - - - 66 176 243 243
328 - - - 110 243 309 309 367 - - - I 154 220 220
341 - - . 88 198 265 265 380 ... . 132 176 176
354 - - - 66 176 243 243 393 - - - - 110 154 154
367 - - - . 154 198 198 406 .- .. 88 132 132
380 .- .- 132 176 176 420 - - - - 66 110 110
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STERLING CRANE

Lifting capacities fixed fly jib with SL, 15°
198 kib — e LI SL-Radius 42.7 ft 360° DIN/ISO

= =

Fly jib Radius Ib 0 88.2 176.4 264.6 352.7 396.8 440.9

236.2 ft  Main boom

ft 1,000 Ib
18 243 243 - - - - 23
124 243 243 - - - - 23
131 220 243 - - - - 23
124 132 243 - - - - 23
157 88 243 243 - - - 243
170 - 243 243 - - - 243
184 - 220 243 - - - 23
197 - 176 243 - - - 243
210 S 132 20 20 - - 20
223 - 88 220 20 - - 220
236 - 66 220 20 - - 220
249 - - 176 20 - - 220
SFSL  236.2ft 5, - - 154 198 - - 198
275 - - 110 198 198 - 198
289 - - 88 198 198 - 198
302 - - . 176 198 198 198
315 - - . 154 176 176 176
328 - - - 110 176 176 17.6
341 .- . 88 176 176 176
354 - - - 66 176 176 176
367 .- - I 154 176 176
380 S .. C 132 176 176
393 - - - - 110 154 154
406 - .. g8 132 132
420 - .- 66 110 110
433 .- . . . 83 s

Notes to lifting capacity
- 0________00___]

Ratings are in compliance with ISO 4305 and DIN 15019.2 (test load = 1.25 x suspended load + 0.1 x dead weight of boom reduced
to boom point).
Weight of hook blocks and slings is part of the load, and is to be deducted from the capacity ratings.

Crane operation is permissible up to a
WINA PrEsSUIE Of . L ottt ittt ettt e et e e e e e e e e e e 1.25 Ib/ft2

WINA SPEEA OF . . oottt e e e e 32 ft/s
Consult operation manual for further details.

Note: Data published herein is intended as a guide only and shall not be construed to warrant applicability for lifting purposes.
Crane operation is subject to the computer charts and operation manual both supplied with the crane.
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