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R20' - 11"
(R6370)

12' - 11" 
(3940)

28' - 9" 
(8760)

9' - 2" 
(2800)

R53' - 11"  
(R16427)

R47' - 9" 
(R14548)

51' - 10" 
(15788)

Shown with 
8th axle 

5' - 9" 
(1750)

3' - 7"
(1090)
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'-

1"
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5)

10' - 1" 
(3085)

52' - 9" 
(16082)

14°

9' - 10" 
(3000)

5' - 5" 
(1650)

8' - 1"
(2450)

2' - 4" 
(710)
5' - 5" 
(1650)

7' - 3" 
(2216)

5' - 5"
(1650)

11" (284) 5' - 9" 
(1740) 

12" 
(297)

13
'-

1"
(3

99
0)

8' - 8"
(2648)

55’ - 6”
(15788)

6' - 3"
(1893)

5' - 5"
(1650)

64' - 5"
(19622)

dimensions

 

GROVE MODEL GMK7550 - 550 TON CAPACITY

LIFTING CHARTS - All Terrain Cranes
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240 ft (73 m)

200 ft (61 m)

180 ft (55 m)

220 ft (67 m)

JI

JI

JI

A BC

J

K

I

DDE E FG H

K

A C DDE E FG H

B

K

A C DE E FG H

A C D

K

E E FG H

161 ft (49 m)

141 ft (43 m)

121 ft (37 m)

102 ft (31 m)

82 ft (25 m)

A D

K

J

J

J

E E FG H

C

I

A E

K

E FG H

I

A E

K

E FG H

C

I

A E

K

FG H

J

A E

K

FG H

A

B

C

D

E

F

G

H

I

J

K

Description  Length x width x  Weight in 
 height in ft (m)  lbs. (m)

Foot Section   28.87 x 5.90 x 8.20  8 160
 (8.80 x 1.80 x 2.50) (3 700)

Short intermediate 20.34 x 4.91 x 4.91 1 985
sections, small cross- (6.20 x 1.50 x 1.50)  (900)
section, each

Short intermediate 20.34 x 5.90 X 6.23  2 205
sections, large cross- (6.20 x 1.80 x 1.90) (1 000)
section, each

Long intermediate  40.03 x 4.91 x 4.91 3 530
sections, small cross- (12.20 x 1.50 x 1.50) (1 600)
section, each

Long intermediate 40.03 x 5.90 x 6.23 3 530
sections, large cross- (12.20 x 1.80 x 1.90)  (1 600)
section, each

Angle piece   12.14 x 4.91 x 5.90 3 530 
 (3.70 x 1.50 x 1.80) (1 600)

Reducing piece  3.94 x 5.90 x 6.23  1 105 
 (1.20 x 1.80 x 1.90)  (500)

Head piece   10.50 x 4.91 x 6.89 2 650
 (3.20 x 1.50 x 2.10) (1 200)

Rear pendant link for  20.34 x 0.70 x 0.70 440
short intermediate  (6.20 x 0.20 x 0.20) (200)
section

Rear pendant link for 40.03 x 0.70 x 0.70  880
long intermediate (12.20 x 0.20 x 0.20)  (400)
section

Luffing control arm  40.03 x 6.89 x 5.90 *7 055
with fall-back guard (12.20 x 2.10 x 1.80) (3 200 )
strut

Luffing jib combinations

dimensions
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dimensions

190 ft (58 m)
A C E E FG D H

210 ft (64 m)
BA C DE E FG H

151 ft (46 m)
A C E E FG H

170 ft (52 m)
BA C E E FG H

138 ft (42 m)
A C E E G H

118 ft (36 m)
A E E G H

98 ft (30 m)
A C E G H

79 ft (24 m)
A E G H

59 ft (18 m)
A C G H

39 ft (12 m)
A G H

230 ft (70 m)
A C D DE E FG H

A

B

C

D

E

F

G

H

Description  Length x width x  Weight in 
 height in ft (m)  lbs. (m)

Foot Section   28.87 x 5.90 x 8.20  8 160
 (8.80 x 1.80 x 2.50) (3 700)

Short intermediate 20.34 x 4.91 x 4.91 1 985
sections, small cross- (6.20 x 1.50 x 1.50)  (900)
section, each

Short intermediate 20.34 x 5.90 X 6.23  2 205
sections, large cross- (6.20 x 1.80 x 1.90) (1 000)
section, each

Long intermediate  40.03 x 4.91 x 4.91 3 530
sections, small cross- (12.20 x 1.50 x 1.50) (1 600)
section, each

Long intermediate 40.03 x 5.90 x 6.23 3 530
sections, large cross- (12.20 x 1.80 x 1.90)  (1 600)
section, each

Angle piece   12.14 x 4.91 x 5.90 3 530 
 (3.70 x 1.50 x 1.80) (1 600)

Reducing piece  3.94 x 5.90 x 6.23  1 105 
 (1.20 x 1.80 x 1.90)  (500)

Head piece   10.50 x 4.91 x 6.89   2 650
 (3.20 x 1.50 x 2.10) (1 200)

Lattice boom extension combinations
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264,500 lbs. 

counterweight

2 3
44.0 22.0 22.0 22.0 22.0

1 4 5

8'
8'

-
11

"

8'
-

11
"

8'
-

3"
6'

-
9"

9'
-

4"

8'

6' - 5"6' - 5"

8' - 11"8' - 11"

18'- 1"

R
18

' 4
"

R
18

' 4
"

R
18' 4"

R
18' 4"

R
18' 4"

44.0 x

88.1 x x x

132.2 x 2 x 2 x

176 x 3 x 3 x

220.4 x 4 x 4 x

Thousand lbs.

264.5 x 4 x 4 x x x

308.6 x 4 x 4 x 2 x 2 x

352.7 x 4 x 4 x 3 x 3 x

1

2

4 5

3
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travel proposals
Trailing boom dolly with 8th axle

5' 5"
(1651)

5' 5"
(1651)

5' 5"
(1651)

5' 5"
(1651)

6' 2"
(1891)

54.5"
(1384)

54.5"
(1384)15'

(4562)

41' (12500)

54' 4" (16561)
86' 6" (26356)

9' 10"
(2997)

8'
(2438)

6' 3"
(1905)

Boom removed, superstructure over rear

Unit equipped with: 

• 20.5 tires on aluminum rims - axles 1 through 8 
• Operator, 165 lbs. (75 kg)  
• Welded on MEGAWINGLIFT hardware 
• Dolly weight: 8,600 lbs. (3900 kg) 

Axles 1 - 3 Axles 4 - 8 Dolly Total GVW  
200,264 lbs. 
(90 839 kg) 

59,094 lbs. 
(26 805 kg) 

89,889 lbs. 
(40 773 kg) 

51,282 lbs. 
(23 261 kg) 

Boom in dolly over rear, 
rear outrigger box removed,  
8th axle installed  

Allow 2% variation in weight due to manufacturing tolerances 

5' 5"
(1651)

5' 5"
(1651)

5' 5"
(1651)

5' 5"
(1651)

3' 7"
(1092)9' 10"

(2997)
8'

(2438)

13'
(3962)

6' 3"
(1905)

64' 10"
(19 761)

51' 10"
(15 799)

Axles 1 - 3 Axles 4 - 7 Total GVW  
112,370 lbs. 
(50 971 kg) 

35,456 lbs. 
(16 083 kg) 

76,914 lbs. 
(34 888 kg) 

Boom removed,  
superstructure 
over rear 

Unit equipped with: 

• Rear outrigger box removed 
• 20.5 tires on aluminum rims 
• Operator, 165 lbs. (75 kg)  
 

Allow 2% variation in weight due to manufacturing tolerances 
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travel proposals

5' 5"
(1651)

5' 5"
(1651)

5' 5"
(1651)

5' 5"
(1651)

9' 10"
(2997)

8'
(2438)

Boom over the front 

Trailing boom (spread dolly) with axles 3 & 6 raised

Axles 1 - 3 Axles 4 - 7/8 Total GVW 
81,768 lbs. 
(37 090 kg) 

104,741 lbs. 
(47 510 kg) 

186,509 lbs. 
(84 600 kg) 

73,032 lbs. 
(33 127 kg) 

128,311 lbs. 
(58 202 kg) 

201,343 lbs. 
(91 329 kg) 

94,607 lbs. 
(42 914 kg) 

Boom over front, 
rear outrigger box removed 

Boom over front,  
rear outrigger box installed  

Boom over front, 
8th axle installed 

97,053 lbs. 
(44 023 kg) 

191,661 lbs. 
(86 937 kg) 

Unit equipped with: 

• 20.5 tires on aluminum rims  
• Operator, 165 lbs. (75 kg)  
• Welded on MEGAWINGLIFT hardware 

Allow 2% variation in weight due to manufacturing tolerances

5' 5"
(1651) 

5' 5"
(1651) 

5' 5"
(1651) 

5' 5"
(1651) 

6' 2"
(1891) 

67"
(1702) 

12' 6"
(3797) 

13' 11"
(4242) 

41' (12 500) 

86' 6" (26 356) 

9' 10"
(2997) 

8'
(2438) 

6' 3"
(1905)

Unit equipped with:

• 20.5 tires on aluminum rims - axles 1 through 8
• Operator, 165 lbs. (75 kg) 
• Welded on MEGAWINGLIFT hardware
• 3 axle dolly (10,000 lbs. [4563])

Allow 2% variation in weight due to manufacturing tolerances 

Axles 1 - 2 Axles 4, 5, 7, 8 

53,793 lbs. 
(24 400 kg) 

95,184 lbs. 
(43 175 kg) 

Dolly 

52,687 lbs. 
(23 900 kg) 

Boom in dolly over rear, 
rear outrigger box 
removed, 8th axle installed, 
axles 3 & 6 raised 

Total GVW 

201,664 lbs.
(91 475 kg)
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