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COMPONENT WEIGHTS LBS. KGS. Boom  - Min. 21m – Max. 63m / 69’ – 207’ 

      

Complete Crane c/w 50’ boom, full cwt. & block    Tubular 9’3” X  7’11’ H LBS. KGS. 

(incl. block & max cwt)      
   Boom Butt Section 13.5m  44’4” 27,557 12 500 
Superstructure c/w W4 72,752 33 000    
- 39’5” x 9’10” x 6’7”   Boom 7m  23’  2 pcs. Ea. 8,157 3 700 
      
Carbody – 21’4” x 10’5” x 5’11” 38,580 17 500 Boom 14m  46’  2 pcs. Ea. 15,212 6 900 
      

Tracks (each) – 34’2” x 4’ x 6’ 61,068 27 700 Boom Tip  26’ 12,787 5 800 
      
Counterweights:   Boom Reducer 4m  13’6” 3,307 1 500 
      
 Main:      
       
 Base Slab 19’8” x 8’3” x 1’3”   1 pc.  Ea. 34,171 15 500    
      
 10t Slab  8’3” x 5’3” x 1’6”   14 pcs.  Ea .. 22,046 10 000    

      
Central:   LUFFING JIB – Min. 28m – 63m / 92’ – 207’ 
      
 5.5t Slab 19’3” x 3’8” x 7” 2 pcs.  Ea 12,125 5 500 Tubular 7’11” x 6’3”   
      
 8t Slab 10’2” x 2’11” x 1’8”  4 pcs.  Ea. 17,637 8 000 Butt 3.5m c/w up & lwr masts 

68’11” 
31,085 14 100 

      

ADDITIONAL COMPONENTS     Insert 7m  23’  2 pcs. Ea. 3,748 1 700 
      
250 mT / 125 mT Hook Block   13,228 6 000 Insert 14m  46’  2 pcs. Ea. 6,614 3 000 
      
40 mT Hook Block 4,464 2 025 Tip Section 10.5m  34’6” 7,275 3 300 
      
Winch W1 9,260 4 200    
      

Winch W2 9,260 4 200    
      
Container 15,500 7 030    
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