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LIEBHERR MODEL LTM 1100-5 - 120 TON CAPACITY
TRANSPORTATION SPECS - All Terrain Cranes

  
 

 
COMPONENT WEIGHTS LBS. KGS. COUNTERWEIGHTS LBS. KGS. 
      
Main Unit c/w Fly Jib & Block 132,276 60 000 Cwt for Winch II (4’6” x 1’4” x 1’2”) 2,094 950 
      
Main Unit 127,494 57 831 Cwt. 8.0t (9’ x 5’ x 1’4”) 17,637 8 000 
      
Dolly:  Tandem  7,200 3 266 Cwt. 3.5t (9’ x 5’ x 8”) 7,716 3 500 
      
   Cwt. 4.5t  (3’8” x 4’2” x 2’9”) 9,921 4 500 
      
   Cwt. 4.5t  (3’8” x 4’2” x 2’9”) 9,921 4 500 
      
   Cwt. 3.0t (9’ x 5’ x 8”) 6,614 3 000 
      
   Cwt. 5.0t (9’ x 4’3” x 9”) 11,023 5 000 
      
   Cwt. 6.5t (9’ x 4’3” x 14”) 14,330 6 500 
      
   TOTAL 77,162 35 950 
      
ADDITIONAL INFORMATION   All Provinces / All Seasons:   
      
100 Ton 5 Sheave DJ Block 1,540 700 Cwt – Zero None  
      
63 Ton 3 Sheave DJ Block 1,100 500 Cwt – 25,400 lb. Tandem  
      
30 Ton Single Sheave Block 992 450 Cwt – 33,100 lb. Tridem  
      
10 Ton Ball 551 250 Cwt – 57,300 lb. Super B  
      
Swingaway Jib 3,682 1 670 Cwt – 77,200 lb. Super B  
      
Jib Extension (23’4” x 2’3” x 3’10”) 1,543 700    
      
Jib Extension (23’4” x 2’3” x 3’10”) 1,543 700    
      
4 – 5’ x 7’ Steel Mats 6,000 2 722    
      
Spare Wheel / Tire Size 20.5R25 871 395    
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